Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Facility 1D: 13969 226

Application ID: 1183834
CDBS Antenna System |D: 99188
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0 995. 62 1045. 93

5 934. 30 981. 58
10 874. 90 919. 25
15 822.22 863. 97
20 781. 08 820. 81
25 755. 11 793. 56
30 745. 61 783. 59
35 750. 98 789. 23
40 767. 37 806. 42
45 790. 06 830. 23
50 814.81 856. 20
55 838. 63 881. 19
60 860. 01 903. 62
65 878. 69 923. 22
70 895. 31 940. 66
75 910. 95 957. 07
80 926. 68 973.58
85 943. 27 991. 00
90 961. 06 1009. 66
95 979. 86 1029. 40
100 999. 12 1049. 60
105 1017. 97 1069. 38
110 1035. 38 1087. 66
115 1050. 23 1103. 24
120 1061. 32 1114. 88
125 1067. 43 1121. 29
130 1067. 27 1121. 13
135 1059. 54 1113.02
140 1042. 92 1095. 58
145 1016. 11 1067. 44
150 977.92 1027. 36
155 927. 37 974. 30
160 863. 81 907.61
165 787. 17 827. 20
170 698. 24 733.91
175 599. 22 630. 07
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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180 494, 82
185 394. 90
190 320. 23
195 304. 06
200 360. 24
205 462. 56
210 582. 74
215 704. 92
220 820. 47
225 924. 32
230 1013. 55
235 1086. 79
240 1143. 93
245 1185. 93
250 1214. 53
255 1232. 03
260 1241. 03
265 1244.15
270 1243. 85
275 1242. 25
280 1240. 97
285 1241. 08
290 1243. 05
295 1246. 83
300 1251. 88
305 1257. 27
310 1261. 80
315 1264. 08
320 1262. 64
325 1256. 04
330 1242. 93
335 1222. 17
340 1192. 97
345 1154. 99
350 1108. 54
355 1054. 73
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Theoretical pattern RMS: 993.54
Standard pattern RMS: 1043.75
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